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TECHNICAL SPECIFICATIONS
Maximum size 34 x 18.7m Viewing angle degrees
Gain 11,1.3,1.4,18,22, 25 g
HGA N/A, 75°, 70°, 55, 40°, 30° @ zz
Cloth material PVC(Fire—proof) = ‘\\\
Cloth width 1.4m 5
Thickness 0.3mm 10 %
Weight 0.52kg /m? 00 | [ —
Eyelet spacing 151~210mm(Adjustable) O 5 10 15 20 25 30 35 4 45 50 5 60 6 70 75 80 8
Adjoining method High—frequency adjoining(Seamless) ggigtﬁg Siﬁﬁfiﬁ °;EL‘|‘<§L:§32 Viewing angle(2)
Perforation size SP(1.2mm) / DP(0.8mm) / MP(0.6mm)
Perforation density 4.97% Sound reduction graph
Fire certifications CHINA NFTC 10
FRANCE M2 S,
JAPAN JFRA g L
KOREA KOFEIS 1001 é . \\
USA NFPA 701 s
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SURFACE EDGING OPTIONS

- Web and eye(grommet), triple fold web integral with surface
- Cloth web and fixings(snaps) for press stud frames

- Performed pipe pocket any size on any side

- Straight sides or shaped to special order

- Cut square(unfinished edge)

- Upon request
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